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MARKWIK 21+ SAFE SQ A6682AA

MARKWIK 21+ SAFE SQ | Wall-mounted basin mixer 315x240x133 mm, 225 mm spout 
projection in chrome finish, 11 l/min (3 bar), no waste | HTM64 (TB H2a), Panel installation, 
Thermal disinfection, SmartShine

Every effort is made to ensure that the information provided is accurate. However, we cannot guarantee this, and accept no liability for any incorrect 
information.

Date created: 03/2024

 

General information

Product type: Washbasin mixers

Sub product type: Wall-mounted basin mixer

Brand: Armitage Shanks

Suite name: MARKWIK 21+ SAFE SQ

Designer: Ideal Standard

Colour: AA - Chrome

Surface finish effect: glossy

Height (mm): 133

Width (mm): 315

Length / Projection (mm): 240

Net weight (kg): 3.63

EAN code: 4015413337168

Minimum 0.6 bar pressure, regulated flow to a maximum of 10 litres per 
minute. A separate purging kit is available to facilitate installation flushing and 
water sampling.

Features

HTM64 (TB H2a) Panel installation

Thermal disinfection SmartShine

Downloads

• Installation Guide

Product standard & certifications

Additional standards: EN 248 | DIN 4109-1 | EN 200

WRAS certificate name: 1704021

TMV3 certificate name: BC1867/0317

Product specifications

Amount of escutcheon(s): 2

Amount of handles: 1

Blue Start technology: No

Colour code: AA

Colour description: chrome

Cool Body technology: No

ON / OFF S-Connectors: No

Easy Fix technology: No

HBN compliant: HBN 00-10

HTM compliant: HTM64 (TB H2a)

Handle position: Top

Includes a chain eye: No

Integrated electronics: No

Image & drawing

https://asset-singular.idealstandard.com/singular/assets/A6682/ASH_Markwik21+_Multiproduct_IGuide_GB_A6682;A6735;A6734;A868250R1.pdf
http://www.idealstandard.fr
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Product specifications

Low-pressure model: No

Material: Metal

Material quality: Brass

Max. flow rate at 3 bar (l): 11

Max. flow rate at 3 bar (l) for all 
outlets: 

11

Max. flow rate at 3 bar (l) for 
spout: 

11

Noise reduced S-Connectors: No

Operating method: Manual

PVD technology: No

Shape of escutcheon(s): Round

SmartShine: Yes

Spout model: Fixed

Surface cover: chromium-plated

Surface finish effect: glossy

Tap outlet model: Aerator

Tap outlet visibility: Visible

Tap outlet adjustable: No

Tap outlet is anti-vandal: No

Thermal disinfection possible: Yes

Touchless control: No

Type of handle: Clinic

With S-couplings: Yes

With drain plug: No

With escutcheon(s): Yes

With handle(s): Yes

With outlet: Yes

With pull-out spray: No

With waste set: No

Mounting method: Panel mounted

http://www.idealstandard.fr
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Your local contact:

Ideal Standard Skandinavia ApS 
Fynsvej 9 
5500 Middelfart (Denmark) 

+45 75 84 10 10
www.idealstandard.dk

http://www.idealstandard.fr

