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SANDRINGHAM SL B4449AA

SANDRINGHAM SL | Kitchen mixer 56x235x200 mm in chrome finish | EasyFix, EPD, 5-litres 
per minute flow regulator, SmartShine

 
General information

Sub product type Kitchen mixer

Brand Armitage Shanks

Suite name SANDRINGHAM SL

Colour code AA

Colour description Chrome

Surface finish effect glossy

Height (mm) 200

Width (mm) 56

Length / Projection (mm) 278

Fixing method EasyFix

EAN code 3800019247536

With EPD Yes

Net weight (kg) 1.84

Features

EasyFix EPD

5-litres per minute flow 
regulator

SmartShine

Downloads

• BIM-UK

• EPD

• Installation Guide

 

Product standard & certifications

Standards DIN EN 248 | DIN 4109 | DIN EN 817

WRAS certificate name 1702005

Product specifications

With handle(s) Yes

Amount of handles 1

Handle position Top

Type of handle Lever

With pull-out spray No

With outlet Yes

Spout model Swivel

Tap outlet Aerator

Tap outlet  visibility Visible

Spout material Cast

Low-pressure model No

With escutcheon(s) No

Bodymaterial Brass

Surface cover chromium-plated

SmartShine Yes

min. operating pressure (kPa) 50

Blue Start technology No
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http://www.idealstandard.fr
https://asset-singular.idealstandard.com/singular/assets/B4449/ASH_Sandringham21_B4449_BIM_GB.rfa
https://asset-singular.idealstandard.com/singular/assets/B4449/IS_Multisuite_Multiproduct_EPD_NN_Environmental-ProductDeclaration;SingleLeverMixer;EPD-IDE-20220322-IBB1-EN.pdf
https://asset-singular.idealstandard.com/singular/assets/B4449/ASH_Sandringham_Multiproduct_IGuide_NN_B4447;B4448;B4449;E5068;E5069;B9208.pdf
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PVD technology No

Easy-care surface IdealPlus No

Max. flow rate at 300 kPa (l) 5

Single lever cartridge

Water activation Lifting

Cartridge fixation 3 screws

Valve‘s nominal size 47
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